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1 Introduction 

A measuring company that complies with the regulatory framework set up by the parties in 

Biometria’s and VMK’s instructions for timber measurement, including ‘Standard Procedures 

for Checking Timber Measurement and Timber Reporting’ may apply to VMK for 

authorisation.  

 

The regulatory framework for the sector is based on requirements stipulated in the Swedish 

Timber Measurement Act (VML) and Timber Measurement Ordinance, and regulatory 

documents issued by the Swedish Forest Agency. The legislation stipulates that only 

insignificant systematic errors in measurement are permitted, and these guidelines are the 

sector’s interpretation of the Timber Measurement Act.  

 

A VMK-authorised measuring company must exercise control over its measurement 

activities. Check measurements and other monitoring procedures must be implemented to 

ensure equivalent interpretation and application of measurement regulations and other 

measurement provisions. 

 

VMK is commissioned by the parties to review and authorise measuring companies, 

particularly abroad. This includes continually assessing the quality of timber measurement 

and timber reporting. 

 

For assessment of timber measurement quality, two levels are used, measuring company and 

measurement site. At authorised measuring company level, specific targets and requirements 

for quality are set by the respective boards of the measuring companies, but general 

requirement levels are also needed to enable VMK’s review and assessment.   

 

This document considers 1) log-by-log and stack measurement of softwood saw timber 

(including special assortments), pulpwood and energy wood; 2) loose-volume (bushel) 

measurement; and 3) checks of cellulose chips by sieving.  

 

 

2 Purpose 

This document describes how VMK performs its task of continually assessing the quality of 

timber measurement. The document does not consider all monitoring carried out by VMK, 

and only focuses on monitoring relating to deviations found in checked results at measuring 

company and measurement site levels. VMK may also monitor new or particularly interesting 

measurement methods. It is also important to emphasise that the measuring company is 

always responsible for the quality of timber measurement. 

 

 

3 Measurement quality and deviations 

In VMK authorisation, deviations are graded as minor, major and exceptional. If a deviation 

is not rectified within one year, the deviation is normally upgraded one level. Exceptional 

deviations are described in Section 6, together with the possibility of withdrawn authorisation. 
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Deviations in measurement quality are often caused by factors that can take time to change, 

such as the ability of the log scaler and other measurement officials to correctly apply 

applicable measurement instructions, and technical conditions at the measurement sites. There 

is also some natural variation over the year, such as differences in wood properties, so 

assessments of measurement quality for this purpose should cover at least one year.  

 

 

4 Requirements and targets 

The authorised measuring companies’ own requirements regarding deviation limits are 

regarded as approved by both parties and each authorised measuring company. However, 

individual requirements vary in design, so they cannot directly be used by the VMK Board 

when continually assessing the quality of timber measurement. This document establishes the 

limits for systematic deviations and standard deviation that VMK uses in reviews of 

assessment of quality of timber measurement.  

 

VMK also assesses how the authorised measuring company performs in relation to the 

requirement levels stipulated in ‘Standard Procedures for Checking Timber Measurement and 

Timber Reporting’ in terms of the smallest permitted number of measurement check 

populations (30) and the largest permitted mean error when determining systematic deviations 

(max. 1 % for gross quantity and max 1.5 % for value). 

 

 

5 VMK assessment of timber measurement quality 

Historically, when deviations at measurement site level are found to be abnormal, the VMK 

Council has contacted the authorised measuring company in question and requested an 

analysis of causes and a rectification plan. ‘Abnormal’ deviation at measurement site level 

varies not just with the measurement method but also with assortment, properties of the raw 

material, etc. In the assessment, the statistical reliability in the control material must also be 

considered. These factors make it difficult to establish precise limit values for minor, major 

and exceptional deviations, but an attempt has nevertheless been made in this document, with 

some flexibility permitted in the limit values. (See final sentences in sections 5.1.2 and 5.2.2.) 

 

In assessment of quality in timber measurement, two levels are used: measuring company and 

measurement site. Reports of checks are to be submitted to VMK annually in accordance with 

‘Standard Procedures for Checking Timber Measurements and Timber Reporting’ and no 

later than 14 February. 

 

5.1 Authorised measuring company level 

5.1.1 Requirements 

The following requirements apply. 
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Table 1. Measuring company level: maximum systematic deviations permitted between original 

measurements and check measurements. Stack measurement refers to physical measurement of the 

stack, i.e. not a measurement obtained through a check population. Where a check population is used, 

the log-by-log measurement stage is assessed.1 

 

 Softwood saw logs Pulpwood Energy wood 

 Log  Stack  Log2 Stack  Log  Stack 

Gross vol. dev.  ±0.5 % ±1.0 % ±1.0 % ±1.5 % ±1.0 % ±1.5 % 

Value dev.  ±2.0 % ±2.5 % ±2.0 % ±2.5 % ±2.0 % ±2.5 % 

 

Table 2. Measuring company level: maximum systematic deviations permitted between 

original measurements and check measurements. 
 

 Special assortments3 Cellulose chips  

 Log-by-log 

measurement 

Sieving check4  

Gross volume dev. ±1.0 %   

Value deviation ±3.0 % ±1.0 %  

 

Table 3. Measuring company level: maximum standard deviation (gross volume) permitted 

between original measurements and check measurements. Stack measurement refers to 

physical measurement of the stack, i.e. not a measurement obtained through a check 

population. Where a check population is used, the log-by-log measurement stage is assessed. 

 

 Pulpwood 

 Log-by-log 

measurement5 

Stack measurement 

Standard deviation 

gross volume 

±10.0 % ±7.0 % 

 

5.1.2 Deviations 

A deviation where a limit is exceeded by more than 0.5 percentage points for systematic 

deviation and mean error, and 1.0 percentage points for standard deviation, is regarded as a 

major deviation; smaller deviations are regarded as minor. When a limit is exceeded, the 

measuring company must submit to VMK an analysis of causes and a rectification plan, and 

in the event of deviation from requirement levels, a follow-up report must be submitted after 

six months. 

 

                                                 

 
1 Maximum levels will be established shortly for overall systematic deviation (stack measurement + log-by-log 

measurement stages). 
2 MAS measurement of pulpwood is log-by-log measurement. 
3 Special assortments include blocks, posts, peeler logs, deciduous saw timber. 
4 Chips are measured using a check sieve. 
5 MAS measurement of pulpwood is log-by-log measurement. 
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If a minor deviation is repeated in the subsequent year’s report, it is automatically upgraded to 

a major deviation. Major deviations must be rectified within one year, i.e. before the 

subsequent year’s report to VMK. If this is not done, the deviation is upgraded to exceptional. 

See Section 6. 

 

VMK may adjust its assessment of the deviation after considering the statistical information 

and other circumstances. 

 
 

5.2 Measurement site level 

5.2.1 Requirements 

The following deviation limits apply. 
 

Table 4. Measurement site level: maximum systematic deviations permitted between original 

measurements and check measurements. Stack measurement refers to physical measurement of the 

stack, i.e. not a measurement obtained through a check population. Where a check population is used, 

the log-by-log measurement stage is assessed. 

 

 Softwood saw logs Pulpwood Energy wood 

 Log  Stack  Log6 Stack Log  Stack  

Gross vol. dev. ±1.5 % ±1.5 % ±1.5 % ±1.5 % ±1.5 % ±1.5 % 

Value dev. ±3.0 % ±3.0 % ±2.5 % ±3.0 % ±3.0 % ±3.0 % 

 

Table 5. Measurement site level: maximum systematic deviations permitted between original 

measurements and check measurements. 

 

 Special assortments7 Cellulose chips 

 Log-by-log measurement Sieve check8 

Gross volume dev. ±1.5 %  

Value deviation ±3.0 % ±1.5 % 

 

Tabell 6. Measurement site level: maximum standard deviation permitted between original 

measurements and check measurements. Stack measurement refers to physical measurement of the 

stack, i.e. not a measurement obtained through a check population. Where a check population is used, 

the log-by-log measurement stage is assessed. 

 

 Pulpwood 

 Log-by-log measurement Stack measurement 

Standard deviation 

gross volume 

±12.0 % ±8.0 % 

 

 

 

                                                 

 
6 MAS measurement of pulpwood is on a log-by-log basis. 
7 Special assortments include blocks, posts, peeler logs, deciduous saw timber. 
8 Chips are measured using a check sieve. 
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5.2.2 Deviations 

For gross volume, a deviation where a limit is exceeded by more than 0.5 percentage points, 

and 1.0 percentage points for standard deviation, is regarded as a major volume deviation in 

terms of systematic deviation and mean error; smaller deviations are regarded as minor. The 

corresponding limit for value deviation is 1.0 percentage points, except for check sieving of 

cellulose chips, where the limit is 0.5 percentage points. When a limit is exceeded, the 

authorised measuring company must submit to VMK an analysis of causes and a rectification 

plan. For measurement sites where limits are exceeded, a follow-up report showing the check 

results must be submitted to VMK after six months. 
 

If a minor deviation remains in the subsequent year’s report, it is automatically upgraded to a 

major deviation. Major deviations must be rectified within one year, i.e. before the subsequent 

year’s report to VMK. If this is not done, the deviation is upgraded to exceptional. See 

Section 6. 
 

VMK may adjust its assessment of the deviation after considering the statistical information 

and other circumstances. 

 

 

6 Exceptional deviations / Withdrawal of authorisation 

Deviations at authorised measuring company level as described in Section 5.1.2, and at 

measurement site level as described in Section 5.2.2, may be upgraded from major to 

exceptional. 

 

If a deviation has been upgraded to exceptional, the CEO of the authorised measuring 

company may be summoned to the VMK Board to explain the circumstances and measures 

taken. If an exceptional deviation at measurement site level is repeated, VMK may summon a 

representative of the measurement site owner to the Board to explain the circumstances and 

measures taken. 

 

In extreme cases,9 VMK is entitled to withdraw a measuring company’s authorisation. 

 

 

7 Revision history 

Version/Date Change Initials 
26 October 2016 Adopted by the SDC Board after recommendation by RMR and VMK 

Council. 

 

HR 

                                                 

 
9 If, for example, the measuring company has not demonstrated a serious attempt to resolve the issue. 
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7 December 2017 Category changed to general VMK document. 

Production measurements are called ‘original scales’ and checks are 

called ‘check scales’. 

Changes in translation throughout document: 

'Control collective' changed to 'check population'. 

New text on requirement levels for special assortments, cellulose 

chips and loose-volume measurements. 

Footnotes 2 and 4 removed from Tables 1 and 3, as VMF can now 

report energy wood separately from pulpwood. 

 

HR 

10 April 2019 Revised as a result of the formation of Biometria ek för and 

Virkesmätningskontroll VMK ek för. 

Title of document changed, adding … by VMK-authorised measuring 

companies. 

Section 4: Norm requirements added, thereby specifying the smallest 

permitted number of check populations (30) and the greatest permitted 

mean error when determining systematic deviations (1.0 % and 1.5 % 

respectively). 

Section 5: No later than 28 Feb changed to no later than 14 Feb. 

 

VMK 

25 June 2019 VMK Council was reorganised on 29 May to form the VMK Board. 

General revision of the translated text. 

 

VMK 

1 January 2020 First paragraph in section 1 removed. 

Maximum deviations for loose volume measurement removed. 

Maximum deviations for standard deviation (gross volume) added 

(e.g. Table 3 and Table 6). 

 

VMK 

 


